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I.  Purpose 
 
NIPSCO Generation’s Contractor Trailer Setup/General Safety Requirements policy 
establishes setup guidelines and procedures as well as general safety processes to be followed 
to protect not only the safety of contracted individuals occupying contractor jobsite trailers on 
Generation site properties, but any and all personnel in the general vicinity of said trailers.     
 
II. Scope 
 
This guideline applies to all vendors and contractors transporting contractor jobsite trailers of any 
type for whatever purpose onto Generation site properties. These locations include: 
 

A. Bailly Generating Station 
B. Michigan City Generating Station 
C. Oakdale and Norway Hydros 
D. R. M. Schahfer Generating Station 
E. Sugar Creek Generating Station 
 

III. Setup Requirements 
 

A. All contractor jobsite trailers shall be secured/tied down with material designed for 
that specific purpose. 

B. All jobsite trailers shall be to be tied down utilizing diagonal ties. 
C. Diagonal ties shall be angled a minimum of 40 degrees from a vertical direction. 
D. Before driving any stakes, the area shall be investigated for underground utilities, 

ground mat, etc. 
E. Ties shall withstand a working load of 3,125 pounds per anchor with a 50 percent 

overload of 4,725 pounds. 
1. The required number of diagonal ties per side per trailer length is as follows: 

Trailers consisting of a maximum of 54 feet shall have 3 ties per side. 
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2. Trailers measuring between 54 feet and 73 feet in length shall have 4 ties per 
side. 

3. Trailers measuring between 73 feet and 84 feet in length shall have 5 ties per 
side. 

F. All entrance/exit steps shall be secured to the frame of the trailer to prevent tipping. 
 
IV. General Safety Requirements 
 

A. OSHA postings shall be displayed (i.e. 5 in 1, OSHA 300 Summary, etc.). 
B. An evacuation route and reporting areas map shall be displayed in each area in a 

highly visible manner. 
C. Exits shall have an “EXIT” sign displayed in large red letters. All closets, 

bathrooms, etc. shall have a “NO EXIT” sign displayed in black letters. 
D. At least one fire extinguisher shall be located inside each jobsite trailer. Fire 

extinguishers shall be inspected on a monthly basis. 
E. Emergency telephone numbers shall be posted in every trailer. 
F. Breaker boxes shall meet the following requirements: 

1. Breaker boxes cannot be blocked. An easy access to the breaker box shall be 
maintained. 

2. The breaker box shall not contain any missing knockouts. Knockouts shall meet 
standard requirements. Duct tape shall not be allowed in any breaker boxes. 

3. Breakers shall be labeled to their corresponding controls. 
 


